Holmbury
ISO ‘A’

QRF/QRM ISO ‘A’ SERIES

ISO ‘A’ PULL BREAK
HYDRAULIC COUPLINGS

1/4"- 2" Poppet Valve Types
Manufactured to ISO 7241 Series 'A’

Introduction

The Holmbury, ISO 'A' couplings are the right choice when a superior
quality product is required for tough enviroments. They are perfectly
suited to industrialand agricultural applications. A poppet valve is used
tominimise the pressure drop characteristics and provide a positive
sealing arrangement.

The Difference Between ISO 'A' & 'B'

ISO 'A' are:
* Smaller
« Easier to connect / disconnect

Pressure Drop Flow Chart
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Benefits of Holmbury ISO 'B' Couplers
Positive, quick connection ensured by the snap together
locking ball system.

When connected the male and female halves canrotate,

even under pressure, thus avoiding any torsional stress in

the flexible hoses.

Designed to withstand high pressure peaks and pulses.

Poppet valves have balanced springs and calibrated oil flow
passages to minimise the pressure drop.

Poppet valve seals have shockproof protective edges.

Construction
Heat treated carbon steel. NBR 'O’ ringseals are fitted as standard.
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Male Female
Max Working
200 | omral | pressure | @A* |AF1 |AF2| B [ ¢ |eD | E | F [ L | 1
i (bar)
05 6.3 350 114" 19 19 47 32 26 1.7 56 | 645 22
10 10 300 gt | 22 22 56 38 3 17.2 89 | 7G5 24
12 12.5 250 12" | 27 27 63 44.5 38 20.5 83 il a0
19 20 250 34" | 38 38 52 35 48 2 16 m <2
23 25 230 1" 43 41 a7 63 54 4.3 | 198 127 52
32 35 230 114" | 55 50 117 75 65 45 25 151 56
40 40 190 112" | 60 60 135 a5 g0 35 307 | 1 65.5
a0 a0 130 2 [ [} 160 100 100 | 65 31| 2N 83.9

A*=inch size BSP or NPT. Other dimensions in mm.
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